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BIKE RACK
269 EMPOSED BUILDNG
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0POSED DUMPSTER
0SURE W, FENCE

PROPOSED MONUMENT
SICN

FUTURE POTENTIAL
COROSS ACCESS
LOCATION

GENERAL_NOTES

LEGEND

ASPHALT PAVEMENT
HEAVY DUTY APSHALT PAVEMENT
CONGRETE SIDEWALK PAYEMENT
CONCRETE PAVEMENT
CONCRETE CURE AND GUTTER
THICKENED EDGE WALK

HANDICAP RAMP PER ADA STANDARDS
WITH TRUNCATED 'DOMES

1. UNDERGROUND STRUCTURES AND LTILITES HAVE BEEN SHOWN 10 4

SONABLE DEGREE OF

ACCURACY BASED ON FIELD SURVEY.

T SHALL

B CAMTRACTORS, RESPONSIBILTY 10 VERIFY THE. EXAGT Logemon Ao
DEPTH OF EXISTING UTILITIES AND TO AVDID DAMAGE THERE

wom

FAGE OF

N

o
S DL 4/cmo

5. ELECTRONIC COPIES OF THE FILES ARE AVAILABLE UPON REQUEST FOR LAYOUT.

P PARKI

SIDEMALK ADUACENT T0 PARKING LOTS, DRVE ASLES AND ACCESS
L BE CONSTRUCTED WITH A THICKENED EDGE.

AVAILABLE HANFICAP PARKING = 5
AVAIABLE STANDARD PARKING = 217

TOTAL PARKING = 222

IMPERVK

TION.

TOTAL SITE AREA = 3.38 ACRES

EXISTING PERVIOUS AREA =
PROPDSED PERVIOUS AREA

0.00 AGRES (ux)
=040 ACRES (11%)

PROPOSED SDEWALK RANPS SHALL CONFORM TO CITY OF MILWAUKEE STANDARDS.
AL DNENSIONS ARE 10 THE EDGE OF PAVENENT, THCKENED EDGE OR
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NORTH ELEVATION

Ppepe—y
. .

SOUTH ELEVATION

| o e |
. .
EXTERIOR MATERIALS KEY

KEY | MATERA. MANUF/TYPE/COLOR
W |ow COUNTY MATERIAS ~ HERTITAGE/SABLE ~ SWOOTH FACE | W1 | STOREFRONT SYSTEW CLEAR ANNOD FRAME WIH CLEAR INSUL GUAZNG
M2 | MODULAR BRICK CLOUD CERAVICS — TERRA COTTA VELOUR W2_| STOREFRONT SYSTEW CLEAR ANNOD FRAME WITH SPANDRALL GUASS
M3 | CONCRETE VENEER STONE | QUARRY RIOGE STONE — WEATHERED EDGE BAY HARBOR

Fl UNA-CUD — SILVER WETALLIC
EEECEN LNESTONE — BUFF 2| FASHNG/FASCA UNA-CLAD — WEDIM BRONZE

F3 | FASING/FASCA UNA-CLID — SLATE GREY
E1 | BFS SrSTeM 1652 SUOLDERNG ENBER
EREE=E] 401 PRETZEL L |t 6" BLACK CYUNDER UP/DOWN LIGHT
EREEE #6898 SOCW. BUTTERFLY 2 |G BUACK CANOPY DOWN LIGHT
E4 | BFS SYSTEM 652 310 CHINA WHITE 5| uGHT BLACK WALL PACK DOWNUGHT
€5 | s ST K367 BUK
E6 | FS SrSTEM 4108 - BeGE R | RAUNG VETAL RALUNG - BCK
P | COMPOSITE METAL PANEL | TO MATCH UNA-CLAD SIVER WETALLIC FACA o | VERTICAL CEDAR BOARD OVER STEEL FRAME

experience design
FI_| FABRC AMNNG SUNBRELLA — JET BLACK 4608/6808 1| CEMENT BOARD SDING 4° DIPOSURE, PANTED TO WATCH ADWCENT BFS
shler Slaterinc:  211008.00 WITH PANTONE #116 COATED YELLOW SQUARES

WEST ELEVATION

. B

EAST ELEVATION

P
. .

PRELIMINARY BUILDING ELEVATIONS

WILSON CREEK CROSSING ® BUFFALO WILD WINGS

FEBRUARY 18,2011 » ASK-008
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6" EXTENDED POLE MOUNT

16" (406 mm) PARKING/ROADWAY LIGHT

 Housing Reflector

Seamiess, Hydroformed
die-cast aluminum aluminum with
Finish color: branze brightensd and
‘anodized finish

Ballast

Capacitor

Ignitor \l
(Where .

required) |Ha (162 |

16" (408

1

- j___}‘ |

‘
|
|
1 6.5" (165 mm)
1 = _h
|
|
i
I | 1
| ;
| !
| ' (Inciuded)
| "
i !
Cord ‘ LLampholder
24" (810 mm) Lens Fr
loi ame
™ w  Die-cast aluminum
door frame secures
Extended lens; sealed with
Pole Mount

Finish color: bronze

silicone gasket
Finish color: black

SPEC#  WATTAGE _CATALOG #

PULSE START METAL HALIDE M 120/208/2207277V (Sanderd) | -(a)F _Fusing
200W PSMH___ PR2620-{a)(h) T 120/277/347V (Canada Only) (Standard) -(a)P_ Button |
250W PSMH___ PR2625-(a)(h) i 120V 5P External
320W PSMH___ PR2632-{a)(h) 2 27V [ Quartz ¢
350W PSMH  PR2635-(a)(h) 27 277V Reactor (PSMH Only) (includes
400W PSMH  PR2640-(a)(b) 3 208V __ (waon:

METAL HALIDE 1 240V Speciy (a) Single v
175W MH PR2417-(a)(h) 5 430V
250W MH PR2425-(a)(h) 6 347V {Canada Only)
Pm:a][hl For woltapa avallabiity outside tha US and Canara, see Bulistin TD-8 or
HIGH P“ESSUHE SIJIJII.IM Ccontact your Ruud Lighting autnonzag Iintemational DIstriputor.
250W HPS PR2525-(a)(h)
400W HPS PR2540-(a)(h)

Specify (a) Voltage & (b) Options.

GENERAL DESCRIPTION

Parking lot and roadway luminaire for HID lamp,
totally enclosed. Supplied with IES Type 111
(250W MH is field adjustable to Type 1) optical
system. Housing is seamless, die-cast alumi-
num. Mounting consists of a 1.8" (44 mm) wide
by 4.5° (114 mm) high by 6-(152 mm) long
extruded aluminum arm. The arm is held in
place with two 3/8" (3 mm) mounting rods
fastened to a steel backing plate inside the pole,
and by two nuts inside the fixture housing.
Mounting rods are provided with sealing
washers to prevent water leakage. Lens
assembly consists of rigid aluminum frame and
high-impact, clear-tempered glass.

9201 Washington Avenue Racine, Wisconsin 53406-3772 USA

Fixture includes clear, mogul-base lamp.
Pulse-rated porcelain enclosed, 4kv-rated screw-
shell-type lampholder with spring-loaded center
contact. Lamp ignitor included where required.
All ballast assemblies are high-power factor and
use the following circuit type:

Reactor (277V PSMH)
200 — 400W PSMH

CWA — Constant Wattage Autotransformer
200 — 400W PSMH; 175 — 400W MH;
250 — 400W HPS

ANSI lamp wattage label supplied. visible during
relamping. UL Listed in US and Canada for

wet locations and enclosure classified IP65

per IEC 529 and |EC 598.

PHONE (262) 886-1300

Exclusive Delt:
epoxy primer \
powder topcoz
to corrosion, U
abrasion. The

year limited w:

US 4,688,729

FWG-16  Wire

SBL-16 Back

FAX (262)

@ Ruud Lighting Inc. Printed in USA

www.ruudlighting com

PREMIUM STEEL

CROWN-WELD® POLES

-

- Pole cap
P (Supplied with direct mount

configurations 1, 2, 2, & and &.
Mot supplied if tenon is specified.)

i\
V-

Square, non-tapered pole
DeltaGuard® finish ;Q §
28"
¥ (54 mm x 152 mm)
E Hand hole
Hand-hole cover
18"
{457 mam)
Two-piece steel
K base plate cover
Slotted anchor
balt hole
Carbon steel
base plate
SPEC # CATALOG # POLE SIZE

Square Steel Poles

Notes:

(a) POLE CONFIGURATION

Triple (direct mount)

Quad (direct mount)

Tenon (ordar tenon separatefy)

Specify (a) pole configuration.

GENERAL DESCRIPTION PATENT

Non-tapered steel poles are supplied with
welded base with cover, four galvanized anchor
bolts, masonite mounting template and a pole
cap (except tenon mount). Each bolt is provided
with two washers and two nuts. Steel pole base
has slotted holes. Per National Electrical Code
requirements, pole is standard with a 2" x 6

(51 x 152 mm) hand hole. located 18" (457 mm)
above bottom of pole base. A #10-32 stainless-
steel weld stud with grounding lug is located
inside pole, opposite hand hole; a hand hole
cover is supplied but shipped separately. In
addition, 4" x 27" and 4" x 30" poles include an
internal 5/16" steel reinforced sleeve welded
inside the bottom 24* of the pole, as well as a

US 5,820,255; 6.640,517; Patent pending

Square, non-tapered pole of structural steel tubing
(ASTM A 500); with a minimum yield strength of
46,000 p.s.i. Welded to a formed carbon steel
base plate with a minimum yield strength of
36,000 p.s.i.

FINISH

Exclusive Colorfast DeltaGuard® finish features
an E-coat epoxy primer with medium bronze
ultra-durable powder topcoat, providing excellent
resistance to corrosion, ultraviolet degradation

- Wty W (in) xWall ) Hm) xW (mm) 1 wal mm) 1 Single (direct mount 5
L_| SPEC#  p535{0C(a)BZ 10x3x0125 30x76x3 . .
[_] seec# Psesm{a BZ _ 15x3x01% 16x76x3 2 B8 Twin @ 180° {direct mount) 6 =
L_| SPEC#  PS3520C(a)BZ 20%x3x0125 61x76x3 3 ' Twin @ 90° [direct mount) T
|_| SPEC# ~ PS4S10C(a)BZ 10 x4 x0.125 30x102x3 For fixtures with fixed 20° mount, add prefix 2 to configuration numbers:
| sPEC+ "PSASTOC()EZ  12xdx0125 37x102%3 ie. 21, 22, 23, 25and 26.
L_| SPEC#  P545150(a)BZ 15 x4 x0.125 46x102x3
L_| SFEC# PS4517C(a)BZ 17 x4 x0125 52x102x3
| SFEC# PS4520C(a)BZ 20x4x0.125 61x102x3
|| SPEC# PS4522C(a)BZ 22 x4 x0.125 67 x102x3
|| SFEC# Pg545295(a)BZ 22 x4 x0188 B7x102x5
| SFEC# PS45750(a)B7 25 x4 x0.125 7Ex102x3
[CLL] seEc# PS45255(a)B7 25 x4 x0.188 T6x102%5 |
| SPEC# PGS4527R(a)BZ 27 x4x0125 82x102x3
|| SPEC# PS4530R(a)BZ 30x4x0.125 91x102x3
|| SPEC# P354530H(a)BZ 30x4x0188 91 x102x5
| SPEC# PgS55255(a)BZ 25x5x0.188 TEx127 x6
|| SPEC# PsS55105(a)BZ 30x5x0.188 91x127 x5
P565305(a)BZ 30x6x0.188 91x152x5

Ruud Lighting square poles meet or exceed
National Electrical Code Requirements. In the
US, Ruud square poles are classified by
Underwriters Laboratories Inc. for electrical
ground bonding; in Canada, they are CSA
certified for electrical ground bonding and
structural strength.

Catalog # REC-GFIBZ
(120v)
Wet Listed In-use cover

reinforcement welded around the hand hole for  and abrasion. The finish is covered by our seven- GFI Dutlet
added strength. For EPA ratings, see year limited warranty. Accessory
“Windloading” sheet. RU U D ®
9201 Washington Avenue Racine, Wisconsin 53406-3772 USA PHONE (262) 886-1900 FAX (262) 884-3309 LIGHTING
© Ruud Lighting Inc.  Printed in USA osizig LT BTN

|vrww.luudlignting.cum |



Double Face Pylon 5ign + KVG Wilson Creek Crossing « City « State

Frant Bevation
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Wilson Creek Crossing
1208

Sade View
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A Double Face |luminated Pyon Sign

Soale U = 1" For Presentafon
SPECIFICATIONS FOR FABRICATION AKD MSTALLATION:

* Intnrally Buminated cabined fulkt o UL scedfictons

« Quariiy:  Ona i)

» Exfrugiod alumirum somuiaction Iy Typs I

= Overall width of sigre. 108" | Owerall height of signc 13 0
+ Todnl sguara fost:
» Cabingl degly;  +- 24"

» Relined sipy:  ed, 0T

* Facetypa:  While Lexan faces w! firsi surface vind graghics

+ Mounfing method:  Twa [2) I Dia, sioe| pipes w brick base

» Momiranad witn high cutpst fuorsscart lamgs | bollasts (12° cemars)
» Prifeary alscticall teuiceimant

185

120 Wok {installad within six foal of sign by other)
Timar or prodo-cell {installed by ottars)
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